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�
Rules for Aggregation (Edison/Curtis Kebler/818-302-9514)


	


	The Restructuring Decision states that the UDC shall be the default provider of generation supply services for customers who remain utility service customers (p. 70).  For customers choosing direct access, the specific rules that will govern aggregation services will depend on the nature of the aggregation program that is put into place.  If, for example, customers are required to have hourly interval meters and the aggregation of such customers is left entirely to the competitive market, there are relatively few rules beyond those required of all direct access customers and competitive retailers.





	These generally applicable rules include the obligation of retailers to meet the certification standards described in Section 7.5, and the obligation of customers to sign a direct access service agreement with the UDC setting forth its obligations to pay charges related to T&D, CTC, and public goods, as described in Section 5.4.  All other service arrangements between retailers and their customers would be subject to the privately negotiated terms and conditions agreed to by the parties and would not be subject to regulatory oversight.  





	If, on the other hand, an aggregation program is put into place which allows for the use of load profiles as a substitute for hourly interval meters, and which provides for the Aautomatic@ aggregation of such customers in geographically prescribed areas through legislative or regulatory determinations, a much more expansive set of rules and protocols would be necessary.  A discussion of the issues surrounding load profiling is contained in Section 4.2.6, while aggregation options are presented in Section 6.1.3.  Below is a discussion of other issues relating to aggregation.





	6.1.4.1	Load Size Restrictions


		In order to limit customer participation in direct access during the initial phase-in period, the Restructuring Decision established load size restrictions for aggregation service.  For a single site or a single customer with multiple aggregated sites, a minimum load of 8 MW is required to participate in direct access.  For aggregation arrangements involving multiple customers, a maximum load of 8 MW is allowed.  These load size restrictions are discussed more fully in Section 4.2.2.


	


�
	Upstream, Real-Time Metering


		[see Section 4.2.6.3.3]


	


�
	Contracts Between UDCs and Direct Access Customers 


		The Restructuring Decision requires that direct access customers be required to sign, as a condition of utility=s retail distribution tariff, a agreement which obligates them to pay their share of transition costs and thereby waive any jurisdictional objection they might otherwise raise in any forum.  This agreement shall also specify the obligations of direct access customers, and/or their retail service providers, with respect to billing service arrangements, receivables management, credit and collection procedures, usage measurement, load forecasting, settlements, service termination provisions, service inquiries, and other arrangements as may be necessary.  This agreement must be executed by all direct access customers, including those receiving aggregation service.
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