The Direct Access Meter Characteristics form is required 30 days prior to the installation of new or modified metering equipment within a UDC’s service territory. 


 


UDC where meters will be installed�
______PG&E�
_____SCE�
_____SDG&E�
_____SP�
�
ESP Name�
�
�
ESP Contact Name�
�
�
ESP Contact Phone�
�
�
E-mail�
�
�



Meter attributes�
�
AEP standard code Prefix�
�
�
Manufacturer�
�
�
Model/Mtr Type�
�
�
Meter Class�
�
�
Meter Voltage�
�
�
Test Amps�
�
�
Register Type�
�
�
Number of Dials/Display Segments�
�
�
Meter Ke�
�
�
Pulse Multiplier�
�
�
Meter Kh�
�
�
Dial K (Rgstr Cnstnt)�
�
�
Register ratio�
�
�
Form�
�
�
Phase�
�
�
Number of Wires�
�
�



Meter Capability�
�
�
# Dials�
# Decimal �
�
KWh �
�
�
�
kW�
�
�
�
kVARH�
�
�
�
kVAR�
�
�
�



Demand Data�
�
Interval Length�
�
Full Scall Max Read�
�
�



Tou or IDR�
�
TOU (Y/N)�
�
IDR (Y/N)�
�
�
KWh on�
�
KW on�
�
Interval Data�
�
�
KWh off�
�
KW off�
�
# of Channels�
�
�
KWh Mid�
�
KW Mid�
�
Interval Length�
�
�
KWh Super off�
�
KW Super off�
�
Memory Size (K)�
�
�
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