When an SDG&E customer elects their authorized ESP to provide a Direct Access meter, the ESP must provide to SDG&E a “completed” MDCR at least five (5) working days prior to the ESP’s meter-set date:





	DASR ID Number





ESP’s Business Name:	





ESP’s  ID Number:	  MSP’s Meter Contact Phone #:	





Customer Service Address:	


	(Must be same as appears on Customer’s Bill: Include street number, street name, apartment/suite number, city, zip)





SDG&E Customer  ID#:	  Unique Premise ID#:	





	Meter ID of	  Method of SDG&E


Old (Existing)Meter:	  Meter Disposition	





Scheduled Install Date:	  Joint Meet (Y/N):	





NEW SDG&E Meter #:	


	(SDG&E’s inventory control meter number given to the ESP for placement on the meter)





ESP NEW Meter #:	


	(The ESP’s inventory control meter number.  This number must be posted in a visible area on the meter)





Model (Meter Type and Description):	





	








Manufacturer:		Class:	


Form:		Voltage (Meter):	


Meter Test Amps:		Manufacturer’s Serial #:	


Register Type:	 	Register Ratio:	


Register Constant (Kr):	 	Pulses per disk Revolution:	


Disc Con (Kh):		Dial Constant:	


Number of phases:		Number of Wires:	


Billing Constant:		Solid State  (Y/N; Mechanical Reads?):	


Number of dials:		Meter Read Requirements (Rate ID):	


MDMA ID (Duns #):		MSP ID (Duns #):	


MA ID (Duns #):	





SDG&E to Remove Locking Ring (Yes/No)	





If Applicable:	(check only one)


ESP Meter Type if SDG&E provides Unbundled Meter Services:	( Basic;	( Next Day;	( Real-Time


External Recorder Type:		External Recorder Identifier:	


Internal Recorder Type:		Internal Recorder Identifier:	


Type of communication protocol:	





If Telecommunications:	Telecom Project ID#:	


Telephone Number:		Shared/Dedicated:	


Baud Rate:	


Outbound or inbound or both:	


Recorder Power Source:
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