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W
hy are we doing this
��(	
Th
e issue of Unaccounted For Energy (UFE) has be
come a 
major
 market concern 
regarding
 the accuracy and integrity of data transactions, which 
impacts
 all market particip
ants.
�
�
��	
�
�
����
UDC Obligation
��(	
CPUC 
is concerned about mis-reporting of 
customer
 energy consumption data to the ISO, and requests t
he
 UDCs to 
establish
 internal system to minimize mis-reporting  [RSIF De
cision, D.97-12-090]
�
�
��
��
����
Contract Ob
ligation
��(	
Section 18.1 of the UDC-ESP Service Agreement requires ESP
s to provide to the UDCs an accurate 
accounting
 of 
load data inf
ormation being sent to the ESP
s Schedul
ing Coordinator(s).
�
�
��
��
Concerns
��
(	
M
is-Rep
or
ting Usage Inf
ormation
:
�
�
�
��
Incurs UFE (Unaccounted For Energy)



Shifts PX/ISO operating costs to other participants


Undermines market efficiency


Gives some market participants an a
dv
antage over others (c
ross 
    
s
ubsidies)


Reduces c
ustomer
 con
fid
ence
�
�
��
�
�
UDC Consensu
s
�
�
(	
SDG&E and SCE agree in p
rinciple to:



Work with their ESPs to obtain usage data and reconcile variances.
�
�
��
Request 
settlement
 ready, daily us
age files (in the same format) sent to the ISO.



Compare the ISO data received by the UDC
s
 to similar totals generated internally from 
current usage measurement data.
�
�
����
��
(	
PG&E proposals pending.
�
�
�
�
SDG&E
’s 
Interim Solution
�
�
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Description
��(	
Obtain daily usage files containing sett
lem
ent-ready data sent to the ISO by the Scheduling Coordinat
or on beh
alf of the ESP.
����
(	
All ES
Ps will provide data to the UDC on a daily basis in an identi
cal format as spec
ified by the ISO for 
daily usage 
reporting.  Each data submissi
on will be for one da
y only.  Multiple submissions in a day
 are acceptable
.  
Thi
s may be done on 
M
ondays 
and day after national holidays to report usage for weekends and holidays.  Partial day submissions will not be accepted.  Data 
submitted
 must follow the Meter Data Exchange 
Format (
MDEF) format used for transmitt
al
 to the ISO
.
��
��
(	
ESPs to transmit
 data to a secure FTP server on the SDG&E system.



(	
S
DG&E to internally generate 
equivalent
 ISO-pr
ovide
d data for each ESP using end-use meter reads.



(	
S
DG&E to compare the two data sets and identify 
discrepancies
.



(	
Maintain daily dat
a requirements for at least 2-3 months, or until a permanent solution is implemented.


(	
Scale back therea
fter if 
results
 
warr
ant less testi
ng.
�
�
���
�
Least Cost A
pproach
��
(	
Uses e
xisting systems (e.g., identical data fi
les already pr
ovide
d to ISO)


(	
Minim
izes disruptions to ESP and UDC operations
�
���
��
Key 
Data Elements
��
(	
ESP Identification



(
		
Scale back therea
fter if 
results
 
warr
ant less testi
ng.
�
�
��
(	
Demand Zon
e


(	
Inter
val data (i.e., 1-24
 
hours)
�
�





�
Timetable
��(	
Begin receiving usage files ____
_____ (date to be determined later) 


(
	
Inclu
des retroactive load data back to April 1?
��
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