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Goal:	Identify the type of information that the UDCs and other market participants should be required to maintain to assess the effects of load profiling and to determine how load profiling methodologies and administration can be improved.











I.	Power Exchange Price Variation








A.	Hourly PX prices need to be tracked and stored in a historical data base





1.	Provides a mechanism for review of the applicability of the PURPA precision criteria used in developing the UDCs’ class load profiles





2.	Develop monthly precision levels resulting from the current PURPA standard for each class load profile (average hourly or peak hour errors)





3.	Compare the PX price variation by month with that at time of system peak





4.	If a particular month’s price variation exceeds that of the system’s peak month then the class sample size should be increased to meet PURPA





5.	The class average load profile precision requirements resulting from tracking of PX prices should then be used as the required sampling criteria for testing the appropriateness of further segmentation








B.	Track Average PX Costs/Credits





1.	Develop average monthly PX costs/credits for the current load profile segments





2.	Estimate average monthly PX costs/credits for additional segments


	--by climate zone for residential customers


	--by building type for commercial customers


	--other segmentation schemes, possibly ESP specific segments





3.	If the difference between the current class average PX cost/credit and a new segment exceeds some threshold, possibly ½ cent, then there may be a need for additional segmentation





4.	Estimate the total PX cost/credit differences between the class segment and each additional segment








II.	Update Dynamic Load Profiling Costs


