UDC Detailed Historical Data (DHD) Matrix:

	Meter Type:
	PG&E Detailed History:
	SDG&E Detailed History:
	SCE Detailed History:

	If standard (non-TOU/demand) meter:
	Total kWh for 12 months in 1 PTD loop.
	Total kWh for 12 months, with 1 PTD per bill period
	Total kWh for 12 months, with 1 PTD per bill period

	
	
	
	

	If TOU meter:
	Total kWh for 12 months including TOU totals by TOU period, in 1 PTD loop.
	Total kWh for 12 months, including TOU period kWh, with 1 PTD per bill period
	Total kWh for 12 months, including TOU period kWh, with 1 PTD per bill period/data type

	
	
	
	

	If demand meter:
	Total kWh for 12 months plus monthly max kW for each bill period, with 1 PTD loop per data type.
	Total kWh for 12 months, plus monthly max kW, with 1 PTD per bill period
	Total kWh for 12 months, plus monthly max kW, with 1 PTD per bill period/data type

	
	
	
	

	If TOU & demand meter:
	Total kWh for 12 months plus TOU totals by TOU periods plus kW totals by TOU period, with 1 PTD loop per data type.
	Total kWh for 12 months, including TOU period kWh, kW, plus monthly max kW with 1 PTD loop per bill period
	Total kWh for 12 months, including TOU period kWh, kW, with 1 PTD loop per bill period/data type

	
	
	
	

	If interval meter:
	15 minute interval data, if available, in one PTD loop for one year; kVarh will also be sent, if available, in a separate PTD loop.  Also, total KWH for 12 months will be sent separately.
	Total kWh for 12 months, including TOU period kWh, kW,  monthly max kW plus 15 minute interval data with 1 PTD per bill period
	15 minute interval data with 1 PTD per bill period/data type

	
	
	
	

	NOTES:
	1) PG&E will not send reads in detailed history transactions.

2) DHD may include both interval and monthly history but will be sent in separate 867 files.

3) PG&E will post historical usage to the MDMA server twice for each customer, once at DASR acceptance and again after the switch date.

4) When a billing month for a monthly read account includes both summer and winter days, the billing data will be separated by season (Summer: May 1 - October 31 / Winter: November 1 - April 30).
	1) SDG&E will not send reads in detailed history transactions.

2) DHD will include tou, and monthly data, and may include interval, as applicable, within a single 867 transaction.

3) SDG&E will post historical usage to the MDMA server twice for each customer, once at DASR acceptance, and again at account activation.  Not be available until 3d quarter 2000.  

4) Historical data will be posted in a separate file from the current billing usage. Billing files will end in “.edi”; historical data files will end in “.hst.edi”.
	1.  SCE will provide reads for all data except 15 minute interval data

2.  DHD can include interval, tou, and monthly data, as applicable, within a single 867 transaction

3.  SCE will post historical usage to the MDMA server twice for each customer, once at DASR acceptance, and again at DASR completion

4.  Historical data will be posted in a separate file from the current billing usage. Billing files will end in “.edi”; historical data files will end in “.hst”.


