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General Service


Real Time Pricing


APPLICABILITY





	Applicable to customers with monthly maximum demands greater than 20 kW but not exceeding 500 kW who are served under a General Service rate schedule.  Service under this Schedule is subject to meter availability. Customers taking service under Schedules AEDR, EEDR, or REDR are not eligible for service under this Schedule.  





TERRITORY





	Within the entire territory served.





RATES										Per Meter per Month


										Summer   	Winter


	Customer Charge ..........................................	$60.30		$ 60.30





	Demand Charge (to be added to Customer Charge):					


		Facilities Related Component:


			All kW of Billing Demand, except that the Billing 


			Demand shall not be less than the levels set     


			forth in Special Condition No. 3 below,


			per kW ............................... 		 $� LINK Excel.Sheet.5 "\\\\GO2RPA00\\VOL1\\USERAPPS\\TARIFFS\\GRCRATES.P2" "LSMP!R10C5" \a \r \* MERGEFORMAT �5.40 �	$� LINK Excel.Sheet.5 "\\\\GO2RPA00\\VOL1\\USERAPPS\\TARIFFS\\GRCRATES.P2" "LSMP!R10C5" \a \r \* MERGEFORMAT �5.40 �


�ADVANCE \D 6.0�	RTP Energy Charge (to be added to the Demand Charge):





	The customer's RTP Energy Charge shall be the charge for each hour summed across all hours within the billing period.  Each hour's energy charge is computed by multiplying the hour’s kilowatthour usage by the RTP hourly  rate for that hour.





The RTP-3 Hourly rate shall be applied on a cents-per-kilowatthour basis and is subject to change on an hourly basis.  The RTP-3 Hourly rate will equal the Utility’s hourly cost of procuring energy from the Power Exchange (PX) plus the hourly transmission and distribution rates shown in Preliminary Statement Part I, all multiplied by a factor of 1.70508.  The cost of procuring energy from the PX in each hour shall be determined in accordance with Preliminary Statement Part GG, plus the PUC Reimbursement Fee and the CARES portion of the Public Purpose Program Charge.
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SPECIAL CONDITIONS 





	1.	Maximum Demand:  Maximum demands shall be established for the billing period.  The maximum demand for the billing period shall be the measured maximum average kilowatt input indicated or recorded by instruments to be supplied by the Utility, during any 15-minute metered interval, but, where applicable, not less than the diversified resistance welder load computed in accordance with the section designated Welder Service in Rule No. 2.  Where the demand is intermittent or subject to violent fluctuations, a 5-minute interval may be used.





	2.	Billing Demand:  The Billing Demand shall be the kilowatts of Maximum Demand, determined to the nearest kW.  The Facilities Related Demand Charge shall be applied to the greater of the kilowatts of Maximum Demand recorded during (or established for) the billing period, or 50% of the highest Maximum Demand established in the preceding eleven months (Ratcheted Demand).  However, when the Utility determines the customer's meter will record little or no energy use for extended periods of time or when the customer's meter has not recorded a Maximum Demand in the preceding eleven months, the Billing Demand may be established at 50 percent of the customer's connected load.





	3.	Real Time Pricing:  As used in this Schedule, Real Time Pricing is the practice of providing hourly energy rates to customers to reflect hourly variations in the marginal costs of providing electricity.





	4.	Voltage Discount:  The monthly Facilities Related Demand Charge will be reduced by � LINK Excel.Sheet.5 "\\\\GO2RPA00\\VOL1\\USERAPPS\\TARIFFS\\GRCRATES.P2" "Voltage!R13C3" \a \r \* MERGEFORMAT �23.3%� for service delivered and metered at voltages of from 2 kV through 50 kV and by � LINK Excel.Sheet.5 "\\\\GO2RPA00\\VOL1\\USERAPPS\\TARIFFS\\GRCRATES.P2" "Voltage!R36C3" \a \r \* MERGEFORMAT �71.1%� for service delivered and metered at voltages over 50 kV.  The RTP hourly  rates will be reduced by 1.27% for service delivered and metered at voltages of from 2 kV through 50 kV, and by 5.89% for service delivered and metered at voltages above 50 kV.





�ADVANCE \D 5.75�	5.	Power Factor Adjustment:  When the Maximum Demand has exceeded 200 kW for three consecutive months, kilovar metering will be installed as soon as practical, and, thereafter, until the Maximum Demand has been less than 150 kW for twelve consecutive months, the billing will be adjusted each month for power factor.
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SPECIAL CONDITIONS (Continued)





	5.	Power Factor Adjustment (Continued)





	a.	Adjustment Rate:





		(1)	For service delivered and metered at voltages greater than 50 kV, including Cogeneration and Small Power Production customers, the billing will be increased by $.18 per kilovar of maximum reactive demand imposed on the Utility.





		(2)	For service delivered and metered at voltages of 50 kV or less, including Cogeneration and Small Power Production customers, the billing will be increased by $.23  per kilovar of maximum reactive demand imposed on the Utility.





	b.	Determining the Reactive Demand:





			(1)		Service delivered and metered at voltages of 4 kV or greater and for all Cogeneration and Small Power Production customers:





					The maximum reactive demand shall be the highest measured maximum average kilovar demand indicated or recorded by metering to be supplied by the Utility during any 15-minute metered interval in the month.  The kilovars shall be determined to the nearest unit.  A device will be installed on each kilovar meter to prevent reverse operation of the meter.





			(2)		Service delivered and metered at voltages Less than 4 kV, except for Cogeneration and Small Power Production customers:





					The kilovars of reactive demand shall be calculated by multiplying the kilowatts of measured maximum demand by the ratio of the kilovar-hours to the kilowatthours.  Demands in kilowatts and kilovars shall be determined to the nearest unit.  A ratchet device will be installed on the kilovar-hour meter to prevent its reverse operation on leading power factors.
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SPECIAL CONDITIONS (Continued)





	6.	Metering: Customer must have Metering capable of recording and providing hourly data.  Any such metering installed in order to provide service under this Schedule shall be at customer’s expense in accordance with Rule 2, Section J.    
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